
MODEL: 1350-XL
HIGH-LOW TORQUE 3/8" IMPACT WRENCH



SPECIFICATIONS

Important Warnings - Impacts  
1. Eye protection and hearing protection and safety gloves must always be worn when operating an impact wrench or impact 

driver.

2. When using heavy impact sockets or sockets on impact wrenches with 3/4” drive anvils or larger, a socket retaining ring 
and pin should be used to prevent the socket falling off and causing injury.

3. Use only impact sockets and accessories.  Only use sockets designated “FOR USE WITH IMPACT WRENCHES”, hand tool 

damage and replace when necessary.  
 
Accessory Hazards

4. Disconnect the assembly power tool for threaded fasteners from the energy supply before changing the inserted tool or 
accessory. 

5. Do not touch sockets or accessories during impacting as this increases the risk of cuts, burns or vibration injuries. 

6. Use only sizes and types of accessories and consumables that are recommended by the assembly power tool for threaded 
fasteners manufacturer; do not use other types or sizes of accessories and consumables.  

Model No. Free Speed 
(RPM)

Bolt 
Capacity 

(in.)

Square 
Drive 
(in.)

Impacts 
Per Minute

Max. Torque 
(ft-lb)

High-Low 
Torque  

Setting (ft-lb)

Weight 
(lbs.)

Length 
(in)

Air Cons. 
(CFM)

Rec. Hose 
Size  
(in.)

Air 
Inlet 
(in.)

1350-XL 10,000 1/2 3/8 1700
500  

(Reverse Torque)
500 & 100 3.15 6.3 6  3/8 1/4 NPT

Tools of this class operate on a wide range of air pressure. It is recommended that air pressure of these tools measures 90 PSI at the tool while running free. Higher 
pressure and unclean air will shorten the tool’s life because of faster wear and may create a hazardous condition and void the warranty.  Water in the air line will 
cause damage to the tool. Drain the air tank daily. Clean the air inlet �lter screen on at least a weekly schedule. The recommended hookup procedure can be viewed 
in the illustration below.  The air inlet, used for connecting air supply, has standard 1/4” NPT American Thread.  Line pressure should be increased to compensate for 
unusually long air hoses (over 25 feet). Minimum hose diameter should be 3/8” I.D. and �ttings should have the same inside dimensions.

Air Supply



MODEL: 1350-XL
HIGH-LOW TORQUE 3/8" IMPACT WRENCH

Exploded View & Parts List

Ref  
#

Part Number Description Qty Ref  
#

Part Number Description Qty.

1 9638001M AIR INLET 1 24 9612834 HAMMER FRAME 1

2 9OR2002 O-RING 1 25 9612835 HAMMER 2

3 9ORAS-115 O-RING  1 26 9612837-38 3/8" ANVIL 1

4 9612805 DEFLECTOR 1 27 9328829-3 O-RING 1

5 9638006 SPRING 1 28 9328830-3 SOCKET RETAINER 1

6 9328804C VALVE STEM 1 29 9612840P BUSHING 1

7 9328835 VALVE SEAT 1 30 96238T30-TI HAMMER CASE 1

8 9328835S WASHER 1 31 9621224 REVERSE VALVE 1

9 9638010 RETAINER RING 1 32 9OR1802 O-RING 1

10 96238T10-CAT MOTOR HOUSING W/
BUSHING

1 33 9OR17418 O-RING 1

11 9SP0328 SPRING PIN 1 34F 9623829F-BK FORWARD BUTTON 1

12 96238T14-BK TRIGGER 1 34R 9623829R-BK REVERSE BUTTON 1

12-1 9621214P TRIGGER PIN 1 35 9328814 DETENT PIN 2

13 9611213 BOLT 4 36 9621238 SPRING 2

14 9611214 SCREW 3 37 9623828 SPACER 1

15 9OR2512 O-RING 1 38 9633809-1 SCREW 1

16 9BR6ZZ BALL BEARING 1 39 96212T39-RD1 REGULATOR SWITCH 1

17 96238T17 END PLATE 1 40 9SS0212 SPRING 1

18 9612830-1 ROTOR 1 41 9589040 SPRING PIN 1

19 9612831C BLADE 6 42 9SB0003-1 STEEL BALL 1

20 9623820 CYLINDER 1 43 9638047 GREASE FITTING 1

21 9623821-BK GASKET 1 44 9612812 SILENCER 1

22 9B6001ZZ BALL BEARING 1 45 9SB0003 STEEL BALL 2

23 9612836 HAMMER PIN 2 46 9612802 PIN 1

47 9612846 SCREW 1



Maintenance 

Other factors outside the tool may cause loss of power or erratic action. Reduced compressor output, excessive drain on the air line, moisture or restriction in 

air pipes or the use of hose connections of improper size or poor condition may reduce air supply. Grit or gum deposits in the tool may cut power and may be 

corrected by cleaning the air strainer and flushing out the tool with gum solvent oil or an equal mixture of SAE#10 oil and kerosene. If outside conditions are 

in order and tool is out-of-warranty, disconnect tool from hose, disassemble tool, replace worm or damaged parts, clean, reassemble, and re-lubricate, or take 

tool to any air tool service center. For tools in warranty period, send tool direct to Warranty Center. 

Lubrication 

Ensure the air line is shut-off and drained of air before removing this tool for service or changing sockets. This will prevent the tool from operating if the 

throttle is accidentally engaged. 

An in-line filter-regulator-lubricator is recommended as it increases tool life and keeps the tool in sustained operation. 

Regularly check and fill the in-line lubricator with air tool oil. Avoid using excessive amounts of oil. 

Adjust the in-line lubricator by placing a sheet of paper next to the tool's exhaust ports and holding the throttle open approximately 30 seconds. The lubricator 

is properly set when a light stain of oil collects on the paper. 

If it is necessary to store the tool for an extended period of time (overnight, weekend, etc.), generously lubricate the tool through the air inlet. Run the tool for 

approximately 30 seconds to ensure the oil is evenly distributed throughout the tool. Store the tool in a clean and dry environment. 

Recommended lubricants: Air tool oil or any other high grade turbine oil containing moisture absorbent, rust inhibitors, metal wetting agents, and an EP 

(extreme pressure) additive 

LIMITED WARRANTY 

Florida Pneumatic Manufacturing Company ("Florida Pneumatic") warrants that its AIRCAT and NITROCAT air tools will be free from defects in 
material and workmanship for a period of two years from the date of original purchase, except for our AIRCAT VI BROTH ERM DRIVE air tools that 
are warrantied to be free from defects in material and workmanship for 3 years from the original date of purchase (the "Warranty Period"). 

Because Florida Pneumatic cannot control the quality of tools sold by unauthorized sellers, this warranty applies only to tools that were 
purchased from Florida Pneumatic or a Florida Pneumatic authorized seller in the United States, unless otherwise prohibited by law. Florida 
Pneumatic reserves the right to reject warranty claims from purchasers for tools purchased from unauthorized sellers, including unauthorized 
internet sites. This warranty does not cover any defects due to normal wear and tear, damage due to misuse, alteration to the product, 
negligence, or damage due to repair by anyone other than Florida Pneumatic or its authorized service centers. This warranty applies to the tool 
only. This warranty does not apply to any attached accessories/consumable products, such as drill chucks, sander backing pads, air hammer 
retainers and chisels, "kit" accessories, or any other accessory included with the tool. This warranty is also limited to the original, end-user 
purchaser. 

If you wish to make a warranty claim based upon a product defect, please return the tool at issue to Florida Pneumatic or a Florida Pneumatic 
Authorized Service Center freight prepaid and include your name, address, phone number, a copy of your receipt or other proof of purchase 
showing the original date of purchase, and a description of the suspected defect. 
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AUTHORIZED 
SERVICE CENTERS 

Florida Pneumatic will repair or replace, in its discretion, a defective product or product part(s) covered by this warranty. You must submit your 
warranty claim within the applicable Warranty Period. 

It is Florida Pneumatic's policy to continue to improve our products, and Florida Pneumatic reserves the right to make changes in design or 
construction of its products at any time without incurring any obligation with respect to products previously sold. 

There are no warranties which extend beyond those stated herein. Any implied warranties that may be applicable to the tools, including implied 
warranties of merchantability or fitness for a particular purpose, are limited in duration to the duration of this warranty. Some States do not allow 
limitations on how long an implied warranty lasts, so the above limitation may not apply to you. Under no circumstances shall Florida Pneumatic 
be liable for any special, incidental, or consequential damages based upon breach of this warranty, breach of contract or strict liability. Some 
States do not allow the exclusion or limitation of incidental or consequential damages, so the above limitation or exclusion may not apply to you. 
This warranty gives you specific legal rights, and you may also have other rights which vary from State to State. 

If you have any questions about whether a seller is authorized, call us at (800) 356-3392 or email authorizedseller@florida-pneumatic.com. 
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1660 Silver Beach Road, Suite 100 

Lake Park, FL 33403 

www.aircat.com 

Toll Free: 888-424-7228 I Fax: 561-575-9134 
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